Valhalla 2

Reference Series Interconnect Cable

V2

VALHALLA 2 (T7ILI\Z 2)

Dual Mono-Filament Construction
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SPECIFICATIONS

Insulation High purity class 1.1 extruded FEP*

Construction Dual Mono-Filament with two layers of silver plated shielding
Conductors 10 x 24 AWG Solid-core

Material 85 microns of silver extruded over 99.999999 OFC
Connectors HOLO:PLUG ™ Gold plated RCA/XLR

Dielectric constant 1.38

Capacitance 17.0pF/ft

Inductance 0.076 uH/ft

Propagation Delay 87% speed of light

ffitg (Rimk 720 & HRMIE)

2VHO0.6M (R or XLR) 0.6m Pr 1,375,000 (#%5A) / 1,250,000 (F##k)

2VHTM (R or XLR) 1mPr 1,540,000/ (%5A) / 1,400,000 (Fitk)

2VH1.5M (R or XLR) 1.5mPr 1,760 OOOF:J(%HJA) /1,600,000 (Fitk)
R 0.5mPr 220,000/ (##52) / 200,000/ (Hik)

7 * ! FEP*/Fluorinated Ethylene Propylene

Dual Mono-Filament

F.E.P. jacket
~ ; — silver-plate
OFC solid-core copper conductor
F.E.P. dual spiral string

™ % air-space insulated
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